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ECM 3x18PT

Specificatii

Cod ETI

Descriere

Denumire clasa

Curent nominal (A)

Tensiunea nominala(V)

Tip montaj

Grad de protectie IP

Numarul de module (total / pe rand)
Dimensiune (numarul de randuri)
Usa (material, culoare)

Parte inferioara cutie (material,
culoare)

Numarul de terminale PE/N
(conexiuni)

Test pentru fire

Alta documentatie

<

001101047

ECM 3x18PT
Cutie distributie
63

400

Culoare aplicata
IP 40

54 /18

3

Plastic, transparent
Plastic, alb

26 /26

650

Pagina de produse online (f)

Catalog caracteristici tehnice
Model 3D

Manual de instructiuni
Declaratie CE


www.etigroup.eu
www.etigroup.eu/products-services/001101047
www.etigroup.eu/products-services/001101047
www.etigroup.eu/products-services/001101047
https://www.etigroup.ro//images/product_db/levels/ro-RO/1866_TD.pdf
https://www.etigroup.ro//images/product_db/idents/en-GB/001101047_3DFile.stp
https://www.etigroup.ro//images/product_db/levels/en-GB/1866_Instruction.pdf
https://www.etigroup.ro//images/product_db/levels/en-GB/1866_declaration.pdf
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Desen cotat

Flush mounted distribution board

Max. allowed power
losses when Max. number alk hnd
type Dimensions of devices are installed L
A B C D E F G Pde
ECM4PT/ECM4PO 232mm 139mm 99mm - 123 mm 216 mm 69 mm >10W 5209
ECMBPT/ECMEPO 232mm 211 mm 99 mm - 201 mm 212mm 68 mm >16W 10409
ECM12PT/ECM12PO 232mm 283 mm 106 mm - 273mm 212 mm 68 mm >25W 1560q
ECM18PT/ECM1BPO 232mm 392 mm 106 mm - 382 mm 212 mm 68 mm >25W 2340g
ECM24PT/ECM24P0 357 mm 283 mm 106 mm 125mm 273mm 336mm 68 mm =30W 1560 g
ECM36PT/ECM36P0 482 mm 283 mm 106 mm 125mm 273mm 462 mm 68 mm =30W 1560 g
ECM218PT/ECM2x18P0 357 mm 392 mm 106 mm 125mm 382 mm 336 mm 68 mm =30W 2340g
ECM3x18PT/ECM3x18PO 522mm 392 mm 106 mm 125mm 382 mm 502 mm 68 mm >35W 2340g
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