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Regletă de trecere cu 3 conductori; cu levier şi buton cu reţinere; 4 mm²; cu port
test; marcare laterală şi centru; pentru şină DIN 35 x 15 şi 35 x 7,5; CAGE CLAMP®
înclichetare; 4,00 mm²; gri

Data sheet | Item number: 2104-5301

Electrical data

Ratings per IEC/EN
Ratings per IEC/EN 60947-7-1
Nominal voltage (III/3) 800 V
Rated impulse voltage (III/3) 8 kV
Rated current 32 A
Rated current 2 40 A
Legend (ratings) (III / 3) ≙ Overvoltage category III / Polluti

on degree 3

.

Ratings per UL
Approvals per UL 1059
Rated voltage UL (Use Group B) 600 V
Rated current UL (Use Group B) 30 A
Rated voltage UL (Use Group C) 600 V
Rated current UL (Use Group C) 30 A

.

Ratings per CSA
Approvals per CSA 22.2 No 158
Rated voltage CSA (Use Group B) 600 V
Rated current CSA (Use Group B) 30 A
Rated voltage CSA (Use Group C) 600 V
Rated current CSA (Use Group C) 30 A

.

Ex information
Reference hazardous areas See Downloads – Documentation – Addi

tional Information: Technical Section;
Technical explanations

Ratings per ATEX: PTB 20 ATEX 1006 U / IECEx: PTB
20.0012U (Ex eb IIC Gb)

Rated voltage EN (Ex e II) 550 V
Rated current (Ex e II) 28 A

.
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Power loss
Power loss, per pole (potential) 1.3619 W
Rated current IN for specified power loss 32 A
Resistance value for specified, current-
dependent power loss

0.001 Ω

.

Connection data

Total number of connection points 3
Total number of potentials 1
Number of levels 1
Number of jumper slots 2

.

Connection 1
Connection technology Push-in CAGE CLAMP®

Actuation type Push-in
Lever

Connectable conductor materials Copper
Nominal cross-section 4 mm²
Solid conductor 0,5 … 6 mm² / 20 … 10 AWG
Solid conductor; push-in termination 1,5 … 6 mm² / 14 … 10 AWG
Fine-stranded conductor 0,5 … 6 mm² / 20 … 10 AWG
Fine-stranded conductor; with insulated
ferrule

0,5 … 4 mm² / 20 … 12 AWG

Fine-stranded conductor; with ferrule;
push-in termination

1,5 … 4 mm² / 18 … 12 AWG

Note (conductor cross-section) Depending on the conductor characteri
stic, a conductor with a smaller cross-
section can also be inserted via push-in
termination.

Strip length 11 … 13 mm / 0.43 … 0.51 inci

.

Connection 2
Actuation type 2 Push-in

Push-button

.

Physical data
Width 6,2 mm / 0.244 inci
Height 83,2 mm / 3.276 inci
Depth from upper-edge of DIN-rail 32,9 mm / 1.295 inci

.

Mechanical data
Mounting type DIN-35 rail
Marking level Center/side marking

.

Material data
Note (material data) Information on material  data can be found here
Color gri
Material group I
Insulation material Polyamide (PA66)
Flammability class per UL94 V0
Fire load 0 MJ
Weight 12.1 g

.

https://www.wago.com/global/material-specifications
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Environmental requirements
Processing temperature -35 … +85 °C
Continuous operating temperature -60 … +105 °C

.

Commercial data
ETIM 8.0 EC000897
ETIM 7.0 EC000897
PU (SPU) 50 Stück
Country of origin VKOrg Germany PL
GTIN 4055143992541
Customs tariff number VKOrg Germany 85369010000

.

Approvals and certificates

Ex-Approvals

Approval Standard Certificate name
AEx
Underwriters Laboratories
Inc.

UL 60079 E185892 (AEx eb IIC resp.
Ex eb IIC)

ATEX
Physikalisch Technische
Bundesanstalt

IEC 60079-0 PTB 20 ATEX 1006 U (II 2
G Ex eb IIC Gb bzw. I M 2
Ex eb I Mb)

CCCEx
CQST/CNEx

CNCA-C23-01 2020312313000276

IECEx
Physikalisch Technische
Bundesanstalt

IEC 60079-0 IECEx PTB 20.0012U (Ex
eb IIC Gb or Ex eb I Mb)

INMETRO
TÜV Rheinland do Brasil
Ltda.

IEC 60079 TÜV 20.2086 U

.

Certificări locale specifice

Approval Standard Certificate name
CCA
DEKRA Certification B.V.

EN 60947 NTR NL 7835

CSA
DEKRA Certification B.V.

C22.2 80058036

KEMA/KEUR
DEKRA Certification B.V.

EN 60947 71-114078

.

UL-Approvals

Approval Standard Certificate name
UL
Underwriters Laboratories
Inc.

UL 1059 E45172

.
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Additional Information
Technical Section pdf

2142.18 KB

.

Bid Text
2104-5301 docx

21.15 KB

2104-5301 xml
4.47 KB

.

CAD/CAE-Data

CAD data
2D/3D Models
2104-5301

.

CAE data
ZUKEN Portal
2104-5301

.

Installation notes

Conductor termination

All conductor types at a glance Push-in termination of solid conductors Push-in termination of fine-stranded con
ductors with ferrules

Pull the lever up until it stops, then
connect the fine-stranded conductor.

Push the lever back down – done! Push the lever back down – done!

.

Commoning

Insert a push-in type jumper bar and push
down until it hits the backstop.

Commoning with step-down jumpers.

.

Testing

Testing with a 2 mm Ø test plug (max. 42
V).

.

Downloads

Documentation

https://www.wago.com/de/d/7125103
https://www.wago.com/de/d/6817526
https://www.wago.com/de/d/6817542
https://www.wago.com/de/d/3D_URLS_2104-5301
https://www.wago.com/de/d/Zuken_URLS_2104-5301


Version 09.06.2022 

Subject to changes. Please also observe the further product documentation!

Current addresses can be found at: w w w.wago.com

Data sheet | Item number: 2104-5301

Page 5/5

Marking

Snapping a marking strip into a marker
slot.

Snapping a marking strip into the marker
slot.

.
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